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(3) 表示灯について
・右図は受光量の状
態を示しております。
・安定動作領域で
動作するように、
設定してください。

(4) レンズ材質に
ついて

・レンズ材質は変性
ポリアリレートを
使用しており、一般的にアルカリ、強酸、有機溶剤
等には溶解しますのでご注意ください。

(5) ケーブルについて
繰り返し屈曲をする使い方はさけてください。

(6) 感度調整ツマミ（付属）の取り扱いについて
・一時的に感度調整を行う場合やモード切換を行なう
場合は　側をシャフトに挿入してください。
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形　状 コード表 形　式

ストレート形
2m

5m

XS2F-D421-DC0-A

XS2F-D421-GC0-A
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40.3
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2.7
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A

A

E3S-R11

E3S-R31

E3S-R16

E3S-R36

E3S-R12

E3S-R32

E3S-R17

E3S-R37

ケーブル コネクタ コネクタケーブル
42.3
15.2

40   
12.9

A
B

PNP
出力

NPN
出力

接続方式
寸
法

形
　
式

E3S-R61

E3S-R81

E3S-R66

E3S-R86

E3S-R62

E3S-R82

E3S-R67

E3S-R87

ケーブル コネクタ コネクタケーブル
23.3
  5.9
31.5

21   
  3.6
29.2

A
B
C

PNP
出力

NPN
出力

接続方式

形
　
式

寸
　
法

機能

ヨコ形

タテ形

検出距離

検出物体

電源電圧

消費電流

応答時間

制御出力

投光用発光ダイオード

ケース材質

保護構造

使用周囲温度

使用周囲湿度

出力形態
接続方式

ケーブル

コネクタ

ケーブル

コネクタ

                       回帰反射形(MSR機能付き)

NPNオープン
コレクタ出力

E3S-R11

E3S-R16

E3S-R61

E3S-R66

0.1～1m(E39-R1 使用時)

LCD ガラス基板　t=0.7mm～　(注１)

DC10～30V

30ｍA以下

動作･復帰とも1ｍs以下

DC30V　100ｍA以下　残留電圧1V以下

赤色発光ダイオード                                            

ポリブチレンテレフタレート

IEC 60529規格　IP67，NEMA250 4X（屋内）

0～40℃　(注3)                                        

35～85%RH

                    回帰反射形

NPNオープン
コレクタ出力

E3S-R12

E3S-R17

E3S-R62

E3S-R67

10～30cm(E39-R1 使用時)

LCD ガラス基板　t=0.7mm～　(注2)
ガラス管　φ10～(t=1.0 l=30)

赤外発光ダイオード

0～40℃

PNPオープン
コレクタ出力

E3S-R32

E3S-R37

E3S-R82

E3S-R87

PNPオープン
コレクタ出力

E3S-R31

E3S-R36

E3S-R81

E3S-R86

注1 波長700nmでの透過率95%以下であること
注2 波長880nmでの透過率95%以下であること
注3 温度変化±5℃であれば、安定して使用できます

形

光電センサ

E3S-R□□

安全上の要点

使用上の注意

(1) 使用環境について
・爆発性ガス、引火性ガスのあるところでは、使用
しないでください。

(2) ロック機構について
・ケーブルやユニットでロック機構のあるものは、
確実にロックしてご使用ください。

(3) 負荷電流について
・負荷電流は、必ず定格以下でご使用ください。

 ■ 光軸調整
・光軸アライメント機構を採用しているので、取付
方向通りに光が飛びます。

・センサおよび反射板を上下、左右に振り表示灯
(赤)が点灯する範囲の中央に設定し、固定してく
ださい。このときSTABILITY(緑)の表示が点灯
していることを確認してください。

■ 調整
・パイプ状の検出体の場合はレンズの方向とパイプの
方向により受光出力に差がでます。
下記のようになるような取付を行ってください。

・凹凸のあるプラスチック容器やガラスビンの場合は
検出位置や方向により受光出力に差がでます。検出
体を回転させるなどして変化の一番少ない状態で感
度設定をしてください。

・検出体の通過位置は光電スイッチと反射板の中央を
基本とします。

■ 接続
・センサコントローラ(形S3D2)を使用する場合形S３
D2の信号入力切り換えスイッチにて動作の反転が
可能

・手回しボリウムとして
感度調整つまみを常時取付けた状態にしておきたい
ときは、　側をシャフトに挿入してください。(一
度装着しますと脱着できませんのでご注意ください。)

(7) 取付金具(付属)について
・光軸ロック穴にねじをはめ込むと、機械軸（ねじ穴
軸）と光軸方向がほぼ一致します。つまり、取付面
およびねじ穴が正しく回帰反射板を向っているとき
は、この穴にねじをはめ込むと、確実に機械軸と光
軸が合って、入光状態となり、光軸合せがいりませ
ん。(ただし、取付面に段差や高低があると従来ど
おりの光軸合せが必要です。)

(8) ボリウムキャップ(付属)の使い方
・感度ボリウムを使用中に
変更できないようにする
時は付属のボリウムキャ
ップをかぶせ、ボリウム
のドライバー穴をふさい
で使用ください。

(1) 接続について
・高圧線、動力線と光電スイッチの配線が同一配線
管あるいはダクトで行われると誘導を受け、誤動
作あるいは破損の原因となる場合もありますの
で、別配線または、単独配管での使用を原則とし
てください。
・コードの延長は0.3mm2以上の線を用い、100m以
下としてください。
・光電スイッチを取り付ける際、ハンマーなどでた
たきますと、耐水機能が損なわれますのでご注意
ください。
・モード切換スイッチを過大な力で回しますと破損
することがありますので60mN・m以下でご使用く
ださい。

(2) 電源について
・市販のスイッチングレギュレータをご使用の際は
FG（フレーム･グランド端子）およびG（グラン
ド端子）を接地してお使いください。接地されま
せんと、スイッチングノイズにて誤動作すること
がありますので、ご注意ください。　

注　ねじの締付けトルクは 0.5 N・m以下にしてください。

■ 出力段回路図

■ 動作モードとタイムチャート

● NPN出力タイプ

● PNP出力タイプ

・直接負荷(リレーなど)を駆動する場合
● NPN出力タイプ

 ■ プラグについて（コネクタタイプに使用）別売
　形E3S-R□□のコネクタタイプに適合するプラグは、
　当社製の次のものです。

(注)　付属の取付金具を使用される場合や直付けされる場合は、必ず付属
　　　のスペーサーを装備ください。(外形寸法図をご参照ください。)

■ コネクタピン配線
● NPN出力タイプ

■ 外形寸法■ 定挌

● PNP出力タイプ

● PNP出力タイプ

・ヨコ形

・タテ形

・反射板／形 E39-R1

　付属スペーサ
（コネクタタイプのみ）

2

2

ケーブルタイプ

コネクタタイプ

ケーブルタイプ

B

取扱説明書
このたびは、本製品をお買い上げいただきまして、まことにありがとうございます。
ご使用に際しては、次の内容をお守りください。
　・ 電気の知識を有する専門家がお取り扱いください。
　・ この取扱説明書をよくお読みになり、十分にご理解のうえ、正しくご使用ください。
　・ この取扱説明書はいつでも参照できるよう大切に保管してください。

* 5 9 7 7 2 9 3 - 1 E *

ご承諾事項

　　　　　　　　インダストリアルオートメーションビジネスカンパニー　

当社商品は、一般工業製品向けの汎用品として設計製造されています。従いまして、次に
掲げる用途での使用を意図しておらず、お客様が当社商品をこれらの用途に使用される際
には、当社は当社商品に対して一切保証をいたしません。ただし、次に掲げる用途であって
も当社の意図した特別な商品用途の場合や特別の合意がある場合は除きます。
(a) 高い安全性が必要とされる用途（例：原子力制御設備、燃焼設備、航空・宇宙設備、鉄
道設備、昇降設備、娯楽設備、医用機器、安全装置、その他生命・身体に危険が及び
うる用途）

(b) 高い信頼性が必要な用途（例：ガス・水道・電気等の供給システム、24時間連続運転
システム、決済システムほか権利・財産を取扱う用途など）

(c) 厳しい条件または環境での用途（例：屋外に設置する設備、化学的汚染を被る設備、
電磁的妨害を被る設備、振動・衝撃を受ける設備など）

(d) カタログ等に記載のない条件や環境での用途

*(a)から(d)に記載されている他、本カタログ等記載の商品は自動車（二輪車含む。以下同
じ）向けではありません。自動車に搭載する用途には利用しないで下さい。自動車搭載
用商品については当社営業担当者にご相談ください。

*上記は適合用途の条件の一部です。当社のベスト､総合カタログ､データシート等最新版
のカタログ、マニュアルに記載の保証･免責事項の内容をよく読んでご使用ください。

ｖ 2014年7月A

●その他のお問い合わせ
納期・価格・サンプル・仕様書は貴社のお取引先、または貴社
担当オムロン販売員にご相談ください。
オムロン制御機器販売店やオムロン販売拠点は、Webページで
ご案内しています。

●製品に関するお問い合わせ先
クイック オムロン

0120-919-066
　■営業時間：8:00～21:00　　　■営業日：365日

●FAXやWebページでもお問い合わせいただけます。

携帯電話・PHS・IP電話などではご利用いただけませんので、下記の電話番号へおかけください。

電話 055-982-5015（通話料がかかります）

お客様相談室

 FAX 055-982-5051 / www.fa.omron.co.jp
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2-3.5 dia.

5259
.9

2.7

8

1.
6
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Optical axis locking hole（tor M3）
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A

E3S-R11

E3S-R31

E3S-R16

E3S-R36

E3S-R12

E3S-R32

E3S-R17

E3S-R37

CableCable Connector Connector
42.3
15.2

40   
12.9

A
B

PNP
output

NPN
output

Connection system

Size

Model

E3S-R61

E3S-R81

E3S-R66

E3S-R86

E3S-R62

E3S-R82

E3S-R67

E3S-R87

CableCable Connector Connector
23.3
  5.9
31.5

21   
  3.6
29.2

A
B
C

PNP
output

NPN
output

Connection system

Model

Function

Horizontal 

 type

Vertical 

 type

Detecting distance

Detecting object

Supply voltage

Current consumption

Response time (ON, OFF)

Control output (Max.)

Light source

Case material

Degree of protection

Ambient operating temperature

Ambient operating humidity

Cable

Connector

Cable

Connector

                                       Retrore�ective type Polarized

NPN output

(open collector)

E3S-R11

E3S-R16

E3S-R61

E3S-R66

0.1 to 1m (with re�ector E39-R1)

LCD glass board t=0.7mm min (Note 1)

10 to 30V DC

30mA max

1ms max

30V DC 100mA max. residual voltage 1V max

Red LED　　　　　　　　　　　　　　　　　　　　　　　
PBTP

IEC 60529IP67, NEMA250 4X

0 to 40℃ (Note 3)　　　　　　　　　　　　　　　　　　　　　　
35 to 85%RH

                                    Retrore�ective type

NPN output

(open collector)

E3S-R12

E3S-R17

E3S-R62

E3S-R67

10 to 30cm (with re�ector E39-R1)

LCD glass board t=0.7mm min. (Note 2)

Glass tube with 10 dia min (t=1.0mm l=30mm)

Infrared LED

0 to 40℃

PNP output

(open collector)

E3S-R32

E3S-R37

E3S-R82

E3S-R87

PNP output

(open collector)

E3S-R31

E3S-R36

E3S-R81

E3S-R86

Note 1  The transmission factor of glass board should be under 95% when the wavelength is 700nm.
Note 2  The transmission factor of glass board should be under 95% when the wavelength is 880nm.
Note 3  It is possible to detect stably when the change of temperature is under ±5℃.

Model

PHOTOELECTRIC SENSOR

E3S-R□□

Precautions for Safe Use

Precautions for Correct Use

(1) Operational environment
・Do not use the sensor under the environment 

with explosive or ignition gas.
(2) Lock mechanism
・When a sensor has cable or unit locking mechan-

ism, make sure the lock is �rmly locked.
(3) Load current
・Do not use the sensor over the rated load current.

■ OPTICAL AXIS ADJUSTMENT
・Optical axis alignment mechanism is adopted and 

the light travels along the installation.
・Direct the sensor and re�ector vertically and hori-

zontally to set in the center of the range where 
the indicator (red) turns on, and �x there.
Make sure that the indication of STABILITY 
(green) is on.

■ ADJUSTMENT
・To sense a cylindrical object, install the sensor 

and re�ector so that the sensor lens direction 
(over, under) and the object are as shown below.

・To sense an uneven plastic case or glass bottle, 
excess gain changes by sensing point and direc-
tion.Turn the detecting object to be detected at the 
least difference, then set the sensitivity adjust-
ment.
・It is basic that the passing position is the middle 

between the sensor and the re�ector.

■ CONNECTION
・When sensor controller (Model S3D2) is used. Signal 

input change-over switch of S3D2 enables re-
versing of operation.

(7) Mounting bracket (attachment)
・Fit a screw into the optical axis locking hole, and 

the machine axis (screw hole axis) nearly agrees 
with optical axis.
That is, when the mounting face and screw hole 
are properly directed toward a re�ector, �tting 
the screw in this hole positively allows the 
machine axis and optical axis to agree with each 
other, achieving incident condition, so that no 
optical axis alignment is needed. (However, optical 
axis alignment is needed as before when there is 
a stage difference or height difference on the 
mounting face.)

・In order to disable chang-
ing sensitivity volume con-
trol in use, place the
attached volume control cap 
and clog the screwdriver
hole of the volume control.

(1) Connection
・Routing the wires of the photoelectric switch with 

high potential power lines mayresult malfunction 
or damage to it because of the inductive effects.
Be sure to route the switch wires separated from 
the power lines or through an exclusive conduit.
・For extending wires use a cable 0.3mm2 min. and 

100m max. in length.
・Excessive forces (hitting by hammer, etc) should 

not be put on the photoelectroric switch because 
they may damage its water-resistive charactristic.
・Excessive force applied to mode changeover 

switch may cause damage, therefore do not apply 
more than 0.6mN・m.

(2) Power supply
・When using a commercially available switching 

regulator, be sure to ground the FG (Frame 
Ground) and G (Ground) terminals. If this is not 
done, failure in operation may happen switching
noise, when switching the power supply.

(3) Indication
・The green and

red indicators
turn on and off
as shown in right
chart.
・Set the sensitiv-

ity adjustor at an
appropriate posi-
tion so that the
photoelectroric
switch operates within the stable operating range.

(4) Lens Material
・Note that material of lens is denaturated polyally-

late, and generally dissolves in alkali and strong 
acid organic solvent.

(5) Cable
・Do not repeat bending in use.
(6) Handling of attachment
〈Sensitivity abjusting knob (attachment)〉
・Insert the side A into the shaft

in temporarily adjusting sensitiv-
ity or changing mode.

● As a manual handling volume
 control
・Insert the B side into the shaft

in keeping the sensitivity adjust-
ing knob normally attached.
(Note that it cannot be detached
once it is loaded.)

Note. Screw tightening torque should be 0.55N・m max.

■ OUTPUT STAGE CIRCUIT DIAGRAM

■ OPERATION MODE AND TIME CHART

● NPN output

● PNP output

・Connection to load such as relay and photocoupler.
● NPN output

■ PLUG INFORMATION FOR CONNECTOR 
    TYPE
　  The following plugs compatible with the E3S-R□□ connec-

       tor type are available from us.

■ WIRING FOR CONNECTOR TYPE
● NPN output

■ OVERALL SIZE■ RATING

● PNP output

● PNP output

・Horizontal type

・Vertical type

・Re�ector／ E39-R1

Attached spacer
(for connector
type only)

Cable type

　Load

Main
circuit

Reflector Object

E3S-R

Load

(8) Use of volume cap (attachment)

Note :Be sure to attach the accompanying spacer (see the 
Outer Dimensions drawing). When using the accom-
panying �xture or �xing directly.

Output con�-
guration
Connec
tion system

Connector type

Light indicator

Sensitivity
adjusting volume
control

Light
receiver

Light
source

Optical 
axis

Mounting 
hole

M12
Connector

Stability 
indicator

Vinyl insulation round cord. 4 dia. (18/0.12)
Standard length 2m

Cable type

Light 
indicator

Sensitivity adjusting 
volume control

Connector type

Size

INSTRUCTION SHEET

Thank you for selecting OMRON product. This sheet pri-
marily describes precautions required in installing and
operating the product.
Before operating the product, read the sheet thoroughly to
acquire sufficient knowledge of the product. For your con-
venience, keep the sheet at your disposal.

Manufacturer:
  Omron Corporation,
  Shiokoji Horikawa, Shimogyo-ku,
  Kyoto 600-8530 JAPAN
  Ayabe Factory
  3-2 Narutani, Nakayama-cho,
  Ayabe-shi, Kyoto 623-0105 JAPAN

TRACEABILITY INFORMATION:
Representative in EU:
  Omron Europe B.V.
  Wegalaan 67-69
  2132 JD Hoofddorp,
  The Netherlands

Suitability for Use

t

Omron Companies shall not be responsible for conformity with any 
standards, codes or regulations which apply to the combination of the 
Product in the Buyer’s application or use of the Product. At Buyer’s 
request, Omron will provide applicable third party certification documents 
identifying ratings and limitations of use which apply to the Product. This 
information by itself is not sufficient for a complete determination of the 
suitability of the Product in combination with the end product, machine, 
system, or other application or use. Buyer shall be solely responsible for 
determining appropriateness of the particular Product with respect to 
Buyer’s application, product or system. Buyer shall take application 
responsibility in all cases. 

NEVER USE THE PRODUCT FOR AN APPLICATION INVOLVING 
SERIOUS RISK TO LIFE OR PROPERTY WITHOUT ENSURING THAT 
THE SYSTEM AS A WHOLE HAS BEEN DESIGNED TO ADDRESS THE 
RISKS, AND THAT THE OMRON PRODUCT(S) IS PROPERLY RATED 
AND INSTALLED FOR THE INTENDED USE WITHIN THE OVERALL 
EQUIPMENT OR SYSTEM.
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OMRON Corporation      Industrial Automation Company
 Contact:  www.ia.omron.comKyoto, JAPAN

OMRON ELECTRONICS LLC
2895 Greenspoint Parkway, Suite 200
Hoffman Estates, IL 60169 U.S.A.
Tel: (1) 847-843-7900/Fax: (1) 847-843-7787

OMRON ASIA PACIFIC PTE. LTD.
No. 438A Alexandra Road # 05-05/08 (Lobby 2), 
Alexandra Technopark, 
Singapore 119967
Tel: (65) 6835-3011/Fax: (65) 6835-2711

OMRON (CHINA) CO., LTD.
Room 2211, Bank of China Tower, 
200 Yin Cheng Zhong Road, 
PuDong New Area, Shanghai, 200120, China
Tel: (86) 21-5037-2222/Fax: (86) 21-5037-2200

OMRON EUROPE B.V.
Wegalaan 67-69, 2132 JD Hoofddorp
The Netherlands
Tel: (31)2356-81-300/Fax: (31)2356-81-388

Regional Headquarters

Notice:
In a residential environment, this product may cause radio interference,
in which case the user may be required to take adequate measures.


